2SC3413

Silicon NPN Epitaxial

HITACHI

Application

e Low frequency low noise amplifier

e HF amplifier
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2SC3413

Absolute Maximum Ratings (Ta = 25°C)

Item Symbol Ratings Unit
Collector to base voltage Vego 40 \
Collector to emitter voltage Veeo 30 Vv
Emitter to base voltage Veso 5 V
Collector current I 100 mA
Collector power dissipation P. 300 mW
Junction temperature Tj 150 °C
Storage temperature Tstg -55 to +150 °C

Electrical Characteristics (Ta =25°C)

Item Symbol Min Typ Max Unit Test conditions
Collector to base breakdown Vercso 40 — — Vv lc=10pA I =0
voltage

Collector to emitter breakdown ~ Vggceo 30 — — Vv lc =1 mMA, Rge =
voltage

Emitter to base breakdown Vereo 9 — — Vv [c=10puA, I.=0
voltage

Collector cutoff current leso — — 0.5 A Vg =18V, I =0
Emitter cutoff current leso — — 0.5 HA Vg =2V, 1.=0

DC current transfer ratio hee™’ 100 — 500 Ve =12V, I =2 mA
Base to emitter voltage Ve — — 0.75 V Ve =12V, 1. =2 mA
Collector to emitter saturation Vg, — — 0.2 Vv lc =10 mA, Iz =1 mA
voltage

Gain bandwidth product f; — 200 — MHz Ve =12V, 1. =2mA
Collector output capacitance Cob — — 3.5 pF Vg =10V, I =0,f=1MHz
Noise figure NF — 1.0 5.0 dB Ve =6V, I, =0.1mA,

R,=1kQ, f=1kHz
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Note: 1. The 28C3413 is grouped by h.. as follows.
B Cc D

100t0 200 160to 320 250 to 500

See characteristic curves of 2SC458(LG).
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Maximum Collector Dissipation Curve
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Creativity Tor 1TOMOrTow’s better Iivifit..

HandsOn Tech provides a multimedia and interactive platform for
everyone interested in electronics. From beginner to diehard, from
student to lecturer... Information, education, inspiration and
entertainment. Analog and digital; practical and theoretical; software
and hardware...

HandsOn Technology support Open Source
Hardware(OSHW) Development Platform.

oEen source
ardware

Learn : Design : Share

www.handsontec.com
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creafivity Tor tomorrow®s better 1ivifig.
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WalcomeliclHanasonteerSiole

|
”l”]ITII

LCD+Keyboard Shield 10-Segments LED Bar Display

Arduino Uno

20x4 LCD Display Module
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Breakout Board & Integrated Circuits Discrete Parts Assembled Kits Connectors
Modules
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